
 
 
 
 
 
 

Operating Instruction for 
Hand Winch  

Catalogue No. 440 060 
   

 

 

 

Operation  
 

1) The clamp-on device is mounted and screwed firmly to any convenient place, e.g. wall of a boat, 
bridge rail, well pipe etc. 

2) The Hand Winch is fitted onto the clamp-on device and fastened with the large wing screw. 

3) The sampling instrument is attached to the rope eye. In case of instruments released by a 
messenger it should be ensured that the loop of the rope does not jut out of the release tube of 
the sampler. 

4) The small wing screw of the brake is released and the instrument is lowered to the water surface 
by turning the crank to the left. 

5) On the counting device the “O” of the meterwheel is turned to the fixed index pointer. 

6) Now the instrument is lowered up to the desired water depth 

One rotation of the meterwheel represents a depth of 50 meters, in case of greater depths the 
number of rotations must be noted. 

When the required water depth has been reached, the drum can be fixed by means of the wing 
screw of the brake, so that a messenger can be dropped down the rope or a thermometer can 
adjust the temperature. 

7) After releasing the brake, the sampling instrument is heaved to the surface by turning the crank to 
the right. 
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Winding on the rope 

 
If the steel rope is ordered together with the Hand Winch, we supply it properly wound onto the winch 
drum. In case that the user winds the rope onto the drum, this must be done with the greatest care. 
 
 1.) The Hand Winch should be fastened to a suitable place by means of the clamp-on device 

 2.) The bolt A on the winch drum is to be loosened and pulled out about half way 

 3.) The near end of the rope is led as shown in Fig. 1 around the large roller B above the small reverse 
roller C from below the winch drum 

 4.) The end of the rope is then pushed with its eye over the bolt A 

 5.) The bolt A is screwed in tightly. Ligthly greasing will make it easier to loosen it later on 

 6.) The near end of the rope is pushed over to the side wall of the drum 

 7.) The rope must not be wound laterally from the rope bundle, because this would cause excessive 
twist in each winding. 

   
 

We recommend that a second person holds the rope bundle so that the rope can be wound off 
tangentially.This process can be made easier by inserting a broomstick, the handle of a hammer, a 
plastic or cardboard tube through the rope bundle 

 8.) Then the rope is wound on the drum as evenly as possible by turning the hand crank to the right. 
The rope should be kept constantly under slight tension, e.g. by braking its movement between 
finger and thumb (wear a leather glove) to prevent any loose loops from occuring in the windings 

 9.) Before using the winch for the first time, it is recommended to hang a weight of max. 15 kg on the 
rope and let it down into a well or into a water place of great depth. This will take any twist out of the 
rope. The rope is then wound back onto the drum under constant tension. Such action will 
substantially lengthen the service life of the rope 
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